COOPER B-LINE B3132-8ZN
GALVANIZED OR EQUIVALENT
PIPE ANCHOR

EXISTING GROUND

PIPE LAID WITH
BELLS UPSTREAM

3000 PSI
CONCRETE

BEDDING
MATERIAL

D.I. PIPE

W-6A

STANDARD DETAILS

NOTES

1. SLOPES GREATER THAN 20% – PROVIDE CONCRETE SLOPE ANCHORS (20’ TO 25’ ON CENTER)

2. RESTRAINED JOINT PIPE, ROMAC PIPE RESTRainers OR OTHER METHODS OF RESTRAINT MAY BE USED WITH PRIOR APPROVAL OF THE CITY ENGINEER.

ELEVATION

SECTION

PIPE SIZE | DIMENSIONS
---------|------------
          | A   B   C   D   E
---------|------|------|------|------|------
 4"      | 2.4  4.8 17  13  14.6
 6"      | 3.5  6.9 18  14  14.5
 8"      | 4.5  9.1 19  15  14.5
10"      | 5.6 11.1 20  16  14.4
12"      | 6.6 13.2 21  17  14.4
14"      | 7.7 15.3 22  18  14.3
16"      | 8.7 17.4 23  19  14.3
18"      | 9.8 19.5 24  20  14.2